

MP-70 with attached height MP-30 adjustment HV-MP

## MINIPLAN MP Sliding Finisher

## This lightweight, handy and smart tool allows effective finishing work on screeded areas. Especially suitable to clean up sreed rail marks.

But also larger areas can be screeded very quickly with the MP-70, for example around gullys with different levels. Depending on the angle, the operator can decide to let the tool: dig in, to move more material or to float to do only final finishing work. MP-70: Aluminium hollow profile, very lightweight. Robust, lightweight hardwood handle (MP-70).
Sturdy holder for handle fixed to the profile.
MP-30 with lightweight, short aluminium handle.
I Low dead weight, as made of aluminium.

| Type | Working Width mm (in) | Dead Weight kg (lbs) | Order-Number |
| :--- | :---: | :---: | :---: |
| MP-30 | $300(11.81)$ | $0.8(1.76)$ | 51010012 |
| MP-70 | $700(27.56)$ | $1.7(3.75)$ | 51010004 |

## Accessories:

| Type | Description | Dead Weight kg (lbs) | Height Adjustable Range $\mathrm{mm}($ (in) $)$ | Order-Number |
| :--- | :--- | :---: | :---: | :---: | :---: |
| HV-MP | Height adjustment, no problem to fit to your <br> existing MP-70 later. | $0.36(0.79)$ | $45-170(1.77-6.69)$ | 41010039 |



## LEVELHANDY LH

Simple screeding tool to achieve a clean connection to already laid pavers or kerbs.


Simply place the LH on the existing screed level.
Set the height adjustable support via tightening a wing nut to the right height towards the kerb or existing pavement.
The screeded area now can be adjusted easily and precisely using this practical tool.

내

| Type | Working Widh mm (in) | Dead Weight kg (lbs) | Height Adjustable Range mm (in) | Order-Number |
| :--- | :---: | :---: | :---: | :---: |
| LH | $300(11.81)$ | $1.9(4.19)$ | $0-250(0.00-9.84)$ | 51000088 |

