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 Durable surface protection by galvanizing

LEVELHANDY LH 

Simple screeding tool to achieve a clean connection to already laid 

pavers or curbs.

• Simply place the LH on the existing screeded level

• Set the height adjustable support via tightening a wing nut  

to the right height towards the curb or existing pavement

• The screeded area now can be adjusted easily and precisely  

using this practical tool.

Type Working Width 
in (mm)

Adjustable height stop  
in (mm)

Dead Weight 
lbs (kg)

Order-Number

LH 11 3/4“ (300) 0   – 9 3/4“ (0   – 250) 4 (2) 51000088

LH

12“

Type Length 
ft (m)

Dead-Weight
lbs (kg)

Order-
Number

ScreedBOARD PRO 2  (.6) 4 (2) 51000090

ScreedBOARD PRO 4 (1.2) 6 (3) 51000091

ScreedBOARD PRO 6 (1.8) 9 (4) 51000092

ScreedBOARD PRO 8 (2.4) 12 (5) 51000093

ScreedBOARD PRO™

ScreedBOARD PRO replaces your warped wood 

screed boards with a true strong straight edge. 

• Heavy-duty sand screed board

• High tensile strength aluminum

• Walls 0.125“ (3.2 mm) thick, 2x the thickness of competition

• Durable 1“ x 4“ (2.5 x 10 cm) profile

• Welded ends prevent sand getting inside the board

• Made in USA

ScreedBOARD PRO


